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No. WI-48 (18)/56 Dated the 10th July 1957

To
All State Governments

Subject : Construction of new rail and road bridges

lam directed to say that the Government of India have under consideration, the question regarding the
distance at which new road and/or rail bridges should be constructed from existing bridges. It is considered
desirable that the distance should be as large as possible, but not less than 400 yards in any case. The Ministry
of Defence desire that they should be consulted whenever a new bridge is proposed to be constructed near an
existing bridge.

1100.2
121.2.6

No. PL-2 (l )/70 Dated the 18th January, 1971
To

All State Govts, and Administrations of UTS(Deptts dealing with Roads)

Subject : Standardisation of the procedure and data for preparation of bridge projects relating to National Highways and Other Centrally
Aided Scheme

I am directed to say that the bridge projects relating to National Highways and Other Centrally Aided
State Roads Of inter-State or Economic importance received in this Ministry from the State Governments/
Local Administrations for obtaining Government of India’s technical approval and financial sanction show
considerable divergence in their preparation and presentation. In order to have uniformity of practice and to
ensure that project estimates are prepared in sufficient detail, it has been considered desirable that some
guidelines may be laid down for this work. This will also ensure collection of complete hydraulic and other
data and also a proper and thorough study and appreciation of the project
2. The need for carrying out detailed surveys and investigations and having a uniform procedure for their
presentation had been discussed at the Chief Engineers* meetingsalso from time to time.At the meeting held at
Kulu in October, 1969, a proforma had also been discussed.Subsequently, this proforma was circulated to all
the State Chief Engineers and on the basis of the comments received from them, the proforma has now been
finalised in this Ministry.Two proformae have been drawn up— one for the preparation of bridge-estimates for
major bridges (length 150 metres or more) and the other for medium and minor bridges. These are
enclosed.

I am to request that Chief Engineersdealingwith Highway in your State/Territory may kindly be asked to
follow these proformae while submitting bridge project estimates relating to the National Highways and other
Centrally aided State roads.

Enclosure to letter No. PL-2 (l)/70 Dated the 18.1.71
GUIDELINES FOR PREPARATION AND PRESENTATION OF BRIDGES PROJECTS

(For all Bridges-Major and Minor)

An estimate for a bridge work must contain the following items:

( i) Report
(ii) Specifications

(iii) Design Data
(iv) Design Calculations
(v) Detailed Estimates

(vi) Analysis of Rates
(vii) Abstract of the Estimate

(viii) Construction Schedule
(ix) Drawings and Plans
(x) Sub-estimate for the approach roads.

The abow .Jems are explained in brief in the subsequent paragraphs.
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