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No. PL-67 (17)/68-SP
To

|(610.1.|
Dated the 7th June 1968

The Chief Engineers of all States

Sub: Loading condition of bridges with T-head or hammer head piers during erection

The design of a bridge has to be checked for stress conditions during various stages of its construction.
The forces to be considered for checking of design for any stage of construction would be distinct from those
acting on a completed bridge.
2. It is suggested that while checking the designs for conditions during erection following considerations
may be kept in view.
2.1. The load combination and permissible stresses may be taken as per provisions of Indian Roads Con-
gress Code of Practice.
22. Only such dead loads should be considered as would be existing at that time, and so dead load due to
wearingcoat, footpath, slab, railingetc.can be omitted if they are not thereand contractorgivesan undertaking
not to put them during that stage of erectioa
2.3. As far as live loads are concerned only such live loads need be considered as would be present during
erection operations. This may include a numberof men, materials, tackle, etc. If any materials for casting eta
are kept on the girders, their effect has to be considered. It should be ensured that no men or materials whose
effect has not been considered should remain on thespan at the timeof launchingorany othererection opera-
tion. A note to this effect should be given on the drawing.

No. NHVI-50 (3)/83
To

Dated the 24th February. 1983

The Chief Engineers of all State P.W.Ds and Union Territory Administrations dealing with National
Highways and other Centrally Financed Roads

Sub: Inspection of Bridges*Cat-Walk Ladder arrangement for piers

At present, Inspection and Maintenance of road bridges is not as perfect as in Railways. This needs the
personal attention of the State Chief Engineer and requires to be improved.
2. In order to enable inspection of bearings, underside of bridges superstructure to the extent possible, it is
necessary that cat-walkladder arrangement is provided for the piers of all bridges with the help of protruding
reinforcementembedded in themasonry of thepiers.Thishas to be provided forall bridges with piersof height
more than 2 metres above the lowest bed level or low water level in the case of tidal reaches.
3. It is requested that in respect of bridges in progress or those yet to be taken up, the above arrangements
may please be provided

11610.3.|
Dated the 12th April 1983No. NHVI-50 (3)/83

To

The Chief Engineers of all State P.W.Ds and Union Territories dealing with NHs and other Centrally
Financed Roads

Sub. Lay-out for construction of bridges on National Highways and other Centrally sponsored road

It has been observed in some cases that theabutmentsare wronglylocated atsite. In order toavoid such a
situation, it is requested that die lay-out at site beforethestartof construction of bridges may please be fixed by
a responsible officer of the State P.W D not below the rank of an Executive Engineer.
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