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Fresh Aggregates 

The additional aggregates other than those retrieved from the existing pavement and used in recycling in combination with 
reclaimed billlminous pavement aggregates. " 

Fresh Binder 

The additional binder other than that retrieved from the existing pavement and used in recycling in combination with reclaimed 
biiUminous pavcmcm binder. 

Partial Depth Reclamation 

The reclamation of the existing pavement restricted to a limite~ depth of the bituminous course through milling. 

Full Depth Reclamation 

The reclamation of the existing pavement carried out in full depth of the bituminos c:ourse through appropriate mechanical 
cquipmeQL 

Cold Millint 

The process using equipment with hard-sled cuning teeth operated with a rotary which can grddually retrieve existing pavement 
in ambient temperature upto specified depths. 

Hot Milling 

Milling process carried out after softening the bituminous pavement by indirect heating. 

Central Paving Plant 

Arrangement for producing mi:o;cd materials of coarse and fine aggregates along with bituminous binder in a centrally set up 
plant with stockpiles of material. The mi:o; is tr.msponcd to work site in suitable haulage trucks and paver-laid. 

RW/NHVI-50(43)/85 Dated the 8th November. 1985 

Subject: Tentative Specilieations for Dense Bituminous Macadam as Bimminous Surfacing. 

See IRC: 94-1986 "Specifications for Dense Bituminous Macadam·· 

RW/NHV!-50(43)/85 Dated the 12th August. 1986 

Subject; Tentative specilications for Dense Bituminous Macadam as Bituminous Surfacing 

See IRC: 94-1986 "Specification for Dense Bituminous Macadam". 

No. RW/NHVI-86(9)/85 Dated the 15th November. 1985 

To 
All Chief Engineers of States/Union Territories' dealing with roads 

Subject ; Introduction of the technique of wet mi:o; macadam 

In our country, by and large. the principal component of the road pavement is still the water bound 
macadam which forms the base and/or sub-base course of the pavement structure and because of the 
economy achieved in construction it may continue to be so for quite some time. Therefore, any new techni
que· which can improve the method of construction as well as performance of the water bound macadam is 
always welcome. Among the various improvemen!s suggested and also practised in many countries. the wet 
mix macadam is a popular one. 


